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Anchorset®

  Heavy duty chemical anchoring system 
Factsheet: Anchorset 2209EN 

Anchorset is a styrene-free polyester based chemical anchor 
for durable fixing of bolts, screws and studs in various solid 
building materials and hollow substrates.  

Applications 
■ Securing bolts, screws and studs in concrete, aerated concrete,
solid and hollow bricks (using perforated sleeve)
■ For anchoring window frames, fencing, bars, rails,
shutters, satellite dishes, machinery, handrails, etc.

Characteristics  
■ Styrene-free and practically odourless
■ System for standard caulking gun
■ Easy-flow technique
■ Economical system with low losses
■ Fast curing system
■ Suitable for heavy loads

Specifications 
■ ETAG 001 part 1 and 5 Certification

Surface Preparation 
Drill holes to the correct diameter and depth (see chart for guide), 
ideally using a pneumatic drill. Better not use diamond drills 
because of lack of adhesion. For optimum results the hole must 
be coarse sided. Remove dust and debris from the hole using a 
hand air pump or a stiff rotary brush. All bars should be clean and 
free from oil or grease and all flaking rust should be removed. 
Threaded rod or studs should be chisel-ended to prevent them 
being unscrewed from the cured resin. 

Application  
Unscrew the lid and cut off the metal clamp from the bag. Attach 
the mixing nozzle to the cartridge (screw down hand tight). Place 
cartridge into the dispensing gun. Gradually pressurise the 
cartridge by activating the hand trigger a few times until material 
passes through the mixing nozzle and an even colour is obtained 
(approximately 5-6 inches of extruded material should be 
adequate). Once the desired fill is achieved release the pressure 
by pressing the slide release arm and pulling back the slide rail, 
wipe off excess material and insert the fixing slowly, with a rotating 
action, to the desired depth.  

Technical data at 20ºC and 60%RV 
Compressive strength (ASTM D695):  60/70 N/mm²  
Tensile strength 7days (ASTM D638):   11,5-12,2 N/mm² 
Flexural strength 7days (ASTM D790):   28,3 N/mm² 
E-Modulus 7days (ASTM 638):   4500 N/mm²  
Mixed density:  1.8 g/cm³  

   Performance data for rods in solid structures 

Figures quoted are tested in concrete at apprx 20/25 N/mm2 

Performance data for rods in hollow structures 
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 16/85 8 17 90 4 0,4 1,1 

 16/85 10 17 90 4 0,4 1,1 

16/85 12 17 90 4 0,4 1,1 

 16/130 8 17 135 4 0,7 1,5 

 16/130 10 17 135 4 0,7 1,5 

 16/130 12 17 135 4 0,7 1,5 

 Limitations 
■ Do not use in non-porous substrates i.e. metal, PVC.
■ Do not use on wet surfaces.
■ As the manufacturer cannot know all the uses its product may
be put to, it is the users responsibility to determine suitability for
use. If in doubt, contact technical services department for advice.

 
Store dry and cool between +5°C and +25°C, in its original  
sealed packing. Use best before 12 month after production

Health & Safety 
Avoid long lasting contact with skin. In case of contact with the 
eyes, rinse with plenty of water and consult a doctor. Avoid any 
contact with food as long as the product is not fully cured. Keep 
away from children. The product is not hazardous when applied 
properly and correctly. Material Safety Data Sheets (MSDS) can 
be obtained upon request.

No special measures required
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8 10 80 120 80 25,6 8,5 68 

10 12 90 135 90 31,5 10,5 42 

12 14 110 165 110 43,3 14,4 25 

16 18 125 190 125 49,7 16,6 13 

20 22 170 255 170 86,6 28,9 5 

24 26 210 315 210 94,0 31,3 2 

Bloem Sealants BV   |  Westvlietweg 69  |   NL 2495AA Den Haag   |    Tel.: +31 (0)70 329 66 01 |    info@bloemsealants.com  |   www.bloemsealants.com
All supplied information is according to the latest state of technology and to the best of our knowledge. Any drawings provided are for illustrative purposes only. However, they do not imply any liability. Each user must  
identify and perform own tests to verify if the product is safe and suitable for use under end-use conditions. All use of the product is beyond control of the supplier, therefore such use is within the exclusive 
responsibility of the user and the supplier cannot be held responsible for any loss incurred through incorrect or faulty use of the products. As a part of our policy of on-going product development and testing, we reserve the 
right to modify, alter or change product specifications without giving notice. On all our recommendations, instructions and the delivery of our products the General Conditions of Bloem Sealants BV are applicable. 

http://www.bloemsealants.com/



